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! The following standard makes of wirs, cable and flexiole cord are used in the USSR:

1. "IR-380" - rubber vire, This wire hes a single, tin-plated copper ccre, a covering
oboloc of vuloanised rubber, taping of rutberised tape, and braiding of
- ootton or iinen yarn impregnated with an insulating compound. The following
gouges have been established for wire corss (in square millimeters): 0.75, 1.0, v
1.5, 2.5, 4.0, 6.0, 10, 16, 25, 35, 50, 70, 95, 120, 150, 185, 240, 300, 400,
The wire is used with & reted voltage of 330 volts, inside heated and non-heated
buildings as well as cutside, .

2, "PR-500" - rubber wire, This wire has & single, tin-plated copper core, a two-
layer covering of vulcanised rulther, wrapping of rubberised tspe, braiding of
ootton or linen yarn, impregnates vith en insulating compound. The gauges of
"PR-500" wire are the same &s those of "PR-380" wire. The vire is used with a
rated voltage of 500 volts in heated and unheated bulldings, cutside and also in
damp bulldings. It 1s run en rollers, insulators, wooden clemps, in ebonite
tubes and 1in gas pipes. '

3. "M0-500" - flexible rubber vire. This wire has a single oopper core made of fine
:“tn-phm ted vir:-, a :m’:‘ov:m of wlc:md Tubber, up!.::‘ofd::bbwuu iog
- yarn tape ootton ar linen yern impregna an insulat
ocompound, The nuiu of . "M0-500" wire are the sams as for "FR-380" and "PR-SUO"
vire, It 1s used in heated, unheated and damp bulldings, outside, and also as a
wlding cable, with a rated voltage of 500 volts, "
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4. "ShR~500", "ShR-220" - rubber flexible cord. These cords have a flexible copper
care of fine tin-plated wires, e solid covering of vuloanized rubber, taping of
cotton yarn, and braiding of cotton thread, Two cores are iwisted together,

The following gauges have been established for flexible. cord s in squere milli-
neters: 0,5, 0.75, 1.0, 1.5,2.5, 4.0, 6,0, Flexible. dords are used in normal
heated and wnheated buildiiigs » with & rated voltage of 500 and 220 volts,

Flexible cables are run on poroslsin rollers, or, on wooden cleata.

5. T"ShRPS" -~ rubber cord, This cord has a flexible copper core of fine tin-plated
vires, UIhe rubbsr—insulated cord 1s in a shislded rubber hose of aversge
firmaess. The gauges of this ocord are the same as those of "ShR-500" and

"ShR=280" cords, It is used, with a rated voltage of 380 volts, for portanle.
. slectrical spparatuses, both indoors and outdoors » © g, for electric tools,

6. "PRD" - double-core rubber wire, This wire vhich is similer to flsxible cord hes

- two. rubbar-insulated flexible Sopper cores. The wire is used in normal hested
and non-heated buildings, with a rated voltage of 220 volts, It is run on
Poroslain rollers or wooden oleats.

7. "SBG" - ceble. This cnblt,1lwqm¢l’o-our¢,‘lnd—cott.od, esphaited and srmered,
The outer protestive ‘sheathe ‘is made of bituminous cozpound. The following
gauges have been established for this cable, in square millimeters: 1,5, 2.5,
4, 6, 10, 16, 25, 35, 50, 70, 95, 120, 150, 185, 240, 300, 400, 500, 625, 800,
1000, Tre cable 1s used for installation in the grownd, in normal soils, with
« rated voltege of 10,000 volts.

8. "SAD" - csble. This cable is single-core, laad-coated, asphalted ani armored
vith an extra outer protective sheath, The gauges of the oable are the sams as
those established for "SBG" cahle., It is used for inetallation in the gound, in
acrmal soils as well as in scils of high dampness, in alkaline or acid milieux,
l:ldtin explesion-proot and fire-procf bulldinge, with a rated voltage of 1¢,000
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9. "MRR" eable. This 1s a single-core ocable. Rubber insulation in its covering
pretects the -oable from csustic §a&8305 or vapors without an external sheuth, The
GRuges of the cable are the same as those established for the sbove-mentioned
2akes of .oable., The cable is used for installation in duots and conduits L]
uncovered in buildings (inoluding those where there are gasses and npcm’,
suteide of buildings, and on surfaces, with a rated voltage of 1,000 volts.

10. "VAG" oable. This 1s a 8logle-core rubber-insulated sable in e fire-resistant
‘cover without an external sheath. The gauges of the cable are the same as those
ostablished 'far the above-rantioned mekes of cable, The oable is used, with a
rated voltage of 1,000 velts, for installation in ducts, conduits, and unoovered
iz buildings. inoluding those whish are not fire~proof. :

1. "KRM” ocsble. This cable has a copper-core, 1s rubber~insulated flexible ceble
in a heavy rubber hose, Gcmsofthuhhmth.nmuthouutabushdfor ”
the ebove-menticned cables. It is used for portable eleotric izztruments and E
welding equipment, vith a rated voltage of 1000 volts, ;

12. "ERPI" oble, This is & rubber-insulates multi-oare sable ‘e heavy hose. It
is used, with a rated voltage of 380 volts for mlding work., .
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